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LincView™ OPC (OLE for Process Control),
Data-Lincds enhanced diagnostics/management
software, allows the monitoring and control of
networks utilizing wireless SRM Family mo-
dems. LincView OPC is particularly suited to
troubleshooting and analyzing the performance
of RF links in large SCADA networks, saving
time and increasing conpdence in the networkds
reliability.

Taking advantage of internal improvements in

the SRM family of wireless Ethernet and serial
modems, Data-Lincds latest diagnostic option,

LincView OPC is a new user interface with an
internal OPC server.

LincView OPC Software is compatible with
Data-Linc SRM serial and Ethernet radio mo-
dems, runs on a PC with WindowsE operating
system and provides essential information for
each modem in the network.

The LincView OPC user interface displays

real time dynamic diagnostic information both
graphically and textually, as well as simulta-
neously with normal network use. This same
diagnostic information can be viewed as tags in
your familiar OPC browser and utilized in OPC
enabled applications. LincView and/or your
HMI can provide diagnostic alarm, log, trend
and archive services. (continued on next page)

FEATURES

A Simpliyes monitoring and control of
large, complex networks

A Offers OPC server capability

A Graphically displays view of entire
wireless network

A Provides programmable warning/
alarms with logging

A Displays both ends of all RF links
A Supports multiple radio networks
A Timestamps last communication

A Delivers historical graphing of key
statistics and values

A Allows re-conyguration of each
network modem (RF link must yrst
be present)
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In other than UDP communications, LincView
OPC requires the DB9 diagnostic port option
on the Master radio. The peld installable kit
includes the DB9 port for either Ethernet or
serial interface with all necessary hardware
and the LincView OPC software. (Installed
and components shown.)
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